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BRIDGE GENERAL NOTES

Bolts 7g"p,

Fasteners shall be high strength bolts.
open holes Bg "8, unless otherwise noted.

Calculated weight of M270 Gr. 36 (ASTM A709 Gr. 36) Structural Steel =
Calculated weight of M270 Gr. 50 (ASTM A709 Gr. 50) Structural Steel =

203,176 Pounds.
787,482 Pounds.

Field welding of construction accessories will not be permitted to beams.
Field welding in other areas will be permitted only when approved by the Engineer.

Anchor bolts shall be set before bolting diaphragms over supports.

The main load carrying member components subject to tensile stress shall
conform to the Supplemental Requirements for Nofch Toughness Zone 2.
These components are the wide flange beams.

Reinforcement bars shall conform fo the requirements of AASHTO M-31
or M-322 Grade 60.

The back face of closed abutments and their wingwalls shall be waterproofed
according to Article 503.18 of the Standard Specifications.

Concretfe Sealer shall be applied fo the seal area of the abutments and pier.

Reinforcement bars designated (E) shall be epoxy coated.

The inorganic zinc rich primer / Acrylic / Acrylic Paint System shall be used for shop and
field painting of new structural steel except where otherwise noted. The color of the final
finish coat for all inferior steel surfaces shall be gray, Munsell No. 58 7/1. The color of
the final finish coat for the exterior and bottom flange of the fascia beams shall be
reddish brown, Munsell No. 2.5 YR . See Special Provision for “Cleaning
and Painting New Metal Structures'.

Plan dimensions and details relative to existing structure have been taken
from existing plans and are subject to nominal construction variations. It
shall be the Contractor’s responsibility to verify such dimensions and details
in the field and make necessary approved adjustments prior to construction
or ordering of materials. Such variations shall not be cause for additional
compensation for a change in the scope of the work, however, the Confractor
will be paid for the quantity actually furnished at the unit price bid for the work.

Deck elevations are constant along lines parallel fo U.S. Rfe. 6
All construction joints shall be bonded.

The cost of Expansion Joint Construction is included with Concrete Structures.
Water Seal and PJF in Expansion Joint shall extend from fop of footing to 3" from fop of wall.

TOTAL BILL OF MATERIAL

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

TOTAL

ROUTE Mo.| SECTION counry AL | SHEET 2
F.A.P.| 2008- SHEET NO.
357 001VB COOK 579 350 37 srere

FED. ROAD DIST. NO. 7 ILLINOISl FED. AID PROJECT-
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Porous Granular Embankment Cu. Yd. 2,183 | 2,183
Removal of Existing Structures No. 1 Each 1 1
Structure Excavation Cu. Yd. 2,243 | 2,243
Non- Special Waste Disposal Cu. Yd. 3,997.413,997.4
Concrefe Structures Cu. Yd. 1,689.1] 1,689.1
Concrete Superstructure Cu. Yd. | 242.7 242.7
Furnishing and Erecting Structural Steel{ L Sum | 0.46 0.46
Reinforcement Bars Pound 12,230 (12,230
Reinforcement Bars, Epoxy Codted Pound | 36,750 1362,380|399,130
Pipe Handrail, Special Foot 216 138 354
Name Plates Each 1 f]
Anchor Bolts, 14" Each 208 208
Membrane Waterproofing (Special) Sq. Ft. 19,2215 9,221.5
Concrete Sealer 5q. FI. 978 978
Geocomposite Wall Drain Sq. Yd. 775 775
Braced Excavdtion Cu. Yd. 3238.313238.3
Permanent Steel Sheet Piling Sq. F1. 2,567 | 2,567
Drilled Shaft in Soil Cu. vd. 508 508
Drilled Shaft in Rock Cu. Yd. 84 84
Bar Splicers Each 208 | 200 408
Temporary Ballast Refainer System Foof 349 349
Temporary Removable Walkway System L Sum 1 1
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Notes:
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